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STEP  1 
Remove existing fan screen (Item 1) from the fan 
housing (Item 2).
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•   Socket Set

•   Open End Wrenches

•   Large Adjustable Wrench

•   Impact Driver

•   Pliers

•   Zip Ties

•   Shop Towels

REQUIRED 
TOOLS
Be sure to have the following tools 

available before you begin your initial 

installation.

STEP  2 
Install supplied mounting bracket (Item 1) to fan 
housing (Item 2) using existing bolts and nuts 
(Item 3).  Angle mounting bracket in a position that 
ensures the supplied hydraulic hoses reach the fan 
motor.  Additional holes in bracket face (Item 4) are 
for easy access with an impact driver.  

Use Kit # 7723 for Models 21C, 397, 400plus, 500, 
600, 660icon (2019 and older, Serial 200999 or 
lower), 800

Use Kit # 7763 for Models 660icon (2020 and 
newer, Serial 201000 or higher), 800icon, 980, 
980icon
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7763 Fan Mount Kit - Vaderstad/Seed Hawk
Tsunami Fan

7723 Fan Mount Kit - Vaderstad/Seed Hawk
Fan sensor bar must line up with notches (Item 1)
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REFER TO VADERSTAD HYDRAULIC KIT FOR SPECIFIC MODEL 
HYDRAULIC CONNECTIONS

STEP  3 
Bolt Oil Cooler/Radiator Assembly (Item 1) to BP System Bracket (Item 2) using supplied 10mm Bolts 
and Nuts (Item 3).  If only installing snorkel kit without Radiator, then install plastic plugs (Item 4) onto 
BP Sytem Bracket (Item 2).
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STEP  4 
Mount BPS assembly (Item 1) or supplied BPS Bracket (Item 2) to mounting bracket (Item 3) using 
supplied pivot pins (Item 4).  Secure in place with cotter pins (Item 5). Plastic gauge protector and 
plug should be removed prior to install.
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STEP  6 
Install the brackets (Item 1 & 2) onto Aircart HSS Frame (Item 3) using supplied 12mm x 130mm Bolts/
lock nuts (Item 4 & 5).  Mount outer vertical channel (Item 6) to Bracket (Item 2) using supplied 12mm 
x 80mm Bolts/lock nuts (Item 5 & 7).  Attach air intakes (Item 8) to upper vertical channel (Item 9) 
using supplied 10mm x 25mm Bolts/lock nuts (Item 10 & 11).  A maximum of 4 intakes can be mounted.  
Determine desired height of air intakes and secure upper vertical channel (Item 9) to lower vertical 
channel (Item 6) at that location.  For Tow Behind models, mount stabilizer bracket (Item 12) to upper 
vertical channel (Item 9) and catwalk support (Item 14) using supplied 12mm x 30mm Bolts/lock nuts 
(Item 5 & 13). For Tow Between models, mount stabilizer bracket (Item 15 & 16) to upper vertical channel 
(Item 9) and catwalk railing (Item 18) using supplied 12mm x 30 & 60mm Bolts/lock nuts (Item 5 & 17).
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STEP  5 
Attach Mesh Screen (Item 1) or Snorkel Housing (Item 2) to front of BPS using latches (Item 3).
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STEP  6 
Attach 8” x 12ft flex hoses (Item 1) to air intakes (Item 2) and to snorkel housing (Item 3) using 
supplied 10” diameter clamps (Item 4).  Secure hoses in place with zip ties to ensure that they are 
out of the way from moving parts on the air seeder.
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BP SYSTEM ON BOTH FANS BP SYSTEM ON BOTH FANS WITH SNORKELS
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info@airguardproducts.com  |  1.604.744.0070 |  airguardproducts.com
#165 2771 Progressive Way, Abbotsford BC, V2T 0A7 Canada

Congratulations! You are now ready to 
seed with the added protection of the 
AIRGUARD™ Blockage Prevention System
For more information or support on using AIRGUARD™ Products, visit our 
support page at airguardproducts.com, or call 1-604-744-0070

Thank you for choosing AIRGUARD™.


